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Amendments to the Claims : 

This listing of claims will replace all prior versions, and listings, of claims in 
the application: 

1. (Currently Amended) A collapsible gazebo frame, comprising: 

a set of four corner support members configured to rest on a ground surface at 

a bottom end; 

a set of four scissor assemblies, each scissor assembly comprising scissor 
members coupled at scissor joints and being hingedly coupled to and supported by a different 
pair of the four corner support members at a corner support joint and configured to extend and 
retract; and 

a set of four scissor assembly stMers slider joints , each scissor assembly slider 
joint being hingedly coupled to one of the four scissor assemblies at a slider joint and being 
slidingly coupled to and supported by a different one of the four corner support members and 
configured to extend and retract the scissor assemblies coupled to the respective corner support 
member when slid along the corner support member; 

wherein, at least one joint of the group consisting of: 
the scissor joints, 
the corner support joints, and 
the slider joints, 

comprises a fastener that is not a lag bolt, the fastener being configured to fix 
one of the set of four corner support members in the respective corner support joint, or the 
fastener being configured to fix one of the scissor members in the respective scissor joint, 
corner support joint, or slider joint; and 

wherein the fastener is selected from the group consisting of: 
a fully threaded bolt, 
a rivet, 

a cotter pin, and 
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a threaded bolt with a separate sleeve disposed about the threaded bolt 
without being in threaded engagement with the threaded bolt for reducing friction about the 
threaded bolt. 

2. (Canceled) 

3 . (Original) The collapsible gazebo frame of claim 1 , wherein each of the 
four corner support members is extendable and retractable. 

4. (Currently Amended) The collapsible gazebo frame of claim 1 , further 
comprising a canopy support frame coupled to at least one of the group consisting of : the 
scissor assemblies ; and the corner support members , configured to support a canopy on top of 
the gazebo frame. 

5 . (Currently Amended) The collapsible gazebo frame of claim 4, wherein 
the canopy support frame further comprises a canopy joint to join and a plurality of scissor 
members that each extend from one of the set of four scissor assemblies to the canopy join t and 
the plurality of scissor members are joined to the canopy joint , and wherein the canopy joint 
comprises another fastener that is not a lag bolt, the fastener being configured to fix one of the 
gazebo frame p lurality of scissor members in the canopy joint. 

6. (Original) The collapsible gazebo frame of claim 4, wherein the canopy 
support frame further comprises a canopy peak extender to elevate the peak of the canopy. 

7. (Original) The collapsible gazebo frame of claim 1 , further comprising 
a set of four feet, each foot fixed to the bottom end of a different one of the four corner support 
members to anchor the gazebo frame to the ground surface. 
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8. (Original) The collapsible gazebo frame of claim 1 , wherein each of the 
four corner support members is configured to slant inward towards the center of the gazebo 
frame when the gazebo frame is deployed. 


9-12. (Canceled) 


13. (Currently Amended) A collapsible gazebo frame comprising: 

a series of upright support members spaced about a perimeter of the collapsible 

gazebo frame; 

a series of rrrrks- members interconnecting the series of upright support members, 
the series of rrrrks -members including: 

a first pair of links members for each of the series of upright 
support members, one of the first pair of rrrrks- members being pivotally 
hingedlv connected to one of the series of upright support members and the 
other of the first pair of links members being operably connected to the one of 
the series of upright support members to pivot such that the other of the first 
pair of members pivots and translate slides at the connection relative to the 
associated upright support member, and 

a second pair of rrrrks -members for each of the series of upright 
support members, one of the second pair of links members being pivotally 
hingedlv connected to one of the first pair of rrrrks- members and being pivotally 
hingedlv connected to another sequential upright support member, the other of 
the second pair of links members being pivotally hingedlv connected to the 
other of the first pair of rrrrks -members and being operably connected to the 
another sequential upright support member to pivot such that the other of the 
first pair of members pivots and translate slides at the connection relative to the 
associated support member; and 

a fastener assembly provided as one of the pivotal connections, the fastener 
assembly including a fastener head engaging a joint on one of the links members , a threaded 
shank extending from the fastener head in threaded engagement with a spaced apart portion of 
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the as sociated-ttrrk joint, and a separate sleeve disposed about the threaded shank without being 
in threaded engagement with the threaded shank for reducing friction about the threaded shank, 
the sleeve being in pivotal cooperation through another sequential -rin k member within the 
series of members . 

14. (Currently Amended) The collapsible gazebo frame of claim [[12]]1 
wherein the bolt passes through the sleeve. 

15. (Currently Amended) The collapsible gazebo frame of claim [[12]]1 
wherein the sleeve has openings on each end so that the bolt can pass through. 

16. (Currently Amended) The collapsible gazebo frame of claim [[12]]1 
wherein the sleeve is cylindrical. 

17. (Currently Amended) The collapsible gazebo frame of claim [[12]]I 
wherein the sleeve is hollow. 

18. (Currently Amended) The collapsible gazebo frame of claim [[12]]I 
wherein the sleeve prevents the respective scissor member from being compressed. 

19. (Currently Amended) The collapsible gazebo frame of claim [[12]]I 
wherein the bolt further comprises a conical head and the sleeve further comprises a cylindrical 
portion disposed about the threaded portion of the bolt and a conical portion for receiving the 
conical head of the bolt. 

20. (Previously Presented) The collapsible gazebo frame of claim 1 9 wherein 
the conical portion of the sleeve is flush with the respective joint. 
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21. (New) A fastener assembly for a collapsible gazebo frame comprising 
a plurality of collapsible frame members interconnected by joints, the fastener assembly 
comprising: 

a non-lag bolt fastener configured to fix at least one of the collapsible frame 
members in a respective one of the joints; 

wherein the fastener is selected from the group consisting of: 
a cotter pin, and 

a threaded bolt with a separate sleeve disposed about the threaded bolt 
without being in threaded engagement with the threaded bolt for reducing friction about the 
threaded bolt. 

22 . (New) The fastener assembly of claim 2 1 wherein the bolt passes through 

the sleeve. 

23. (New) The fastener assembly of claim 21 wherein the sleeve has 
openings on each end so that the bolt can pass through. 

24. (New) The fastener assembly of claim 21 wherein the sleeve is 

cylindrical. 

25. (New) The fastener assembly of claim 21 wherein the sleeve is hollow. 

26. (New) The fastener assembly of claim 21 wherein the sleeve prevents 
the respective scissor member from being compressed. 

27. (New) The fastener assembly of claim 21 wherein the bolt further 
comprises a conical head and the sleeve further comprises a cylindrical portion disposed about 
the threaded portion of the bolt and a conical portion for receiving the conical head of the bolt. 
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28. (New) The fastener assembly of claim 27 wherein the conical portion of 
the sleeve is flush with the respective joint. 

29. (New) A fastener assembly for a collapsible gazebo frame comprising 
a plurality of collapsible frame members interconnected by joints, the fastener assembly 
comprising: 

a fastener head for engaging a joint on one of the members of the collapsible 

gazebo frame; 

a threaded shank extending from the fastener head for being in threaded 
engagement with a spaced apart portion of the associated joint; and 

a separate sleeve disposed about the threaded shank without being in threaded 
engagement with the threaded shank for being in pivotal cooperation through another member 
of the collapsible gazebo frame and for reducing friction about the threaded shank. 
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